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SOMETHING SO 
MINIMALIST
DOESN’T
AN INDEX

NEED 
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HYPIWOOD

The HYPIWOOD system provides a unique and sustainable alternative. 
With panels of natural wood, smooth or slatted (horizontal or vertical), 

to elegance and the environment. Including all accessories and 
functionalities available for the glazing range, HYPIWOOD offers a 
natural and sophisticated aesthetic. Like HYPI, HYPIWOOD shares 

standards.

HYPIWOOD is not just another option; it is the expression of 
sustainability allied with beauty, creating a distinctive, unique, and 
authentic solution.

MINIMALISM
THAT
RESPECTS
NATURE
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HY-RAL9016
Pure White

HY-RC-550
Teak

HY-RC-650
Nutwood

HY-RC-450
Afrormosia

HY-RC-351
Light Oak

KG

Max. Height
6000mm

Motorization
Available

Max. Glazing Area
28 m²

Max. Width
4500mm

Max. Weight
500 Kg/Sash

TECHNICAL DETAILS

FEATURES SURFACE TREATMENT*

Alarm and Air conditioner sensors

Motorised

Anti-crush

The Leaf has both interior and exterior perimeter sealing

Multipoint lock

Minimum Axis distance from frame edge  | 221mm

* For detailed information contact  HYLINE
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INDICATIVE OPENING TYPES

AVAILABLE CONFIGURATIONS WOOD PANEL DESIGN OPTIONS

AVAILABLE ACTIONS
Single Action

Double Action

Vertically Slatted

Horizontally Slatted

Smooth

INDICATIVE OPENING TYPES

AVAILABLE CONFIGURATIONS WOOD PANEL DESIGN OPTIONS

AVAILABLE ACTIONS
Single Action

Double Action

Vertically Slatted
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Smooth



System | HYPIWOOD
Location | Spain

Architect | Juan Iglesias
Photography | João Soares
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3D MODELS

HYPIWOOD WITH VERTICALLY SLATTED HYPIWOOD WITH SMOOTH
TEAK COLORED PANELS TEAK COLORED PANELS

Smooth PanelsSlatted Panels
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3D MODELS

HYPIWOOD SMOOTH PANNELS 1 HANDLE
AFRORMOSIA

AFRORMOSIA

HYPIWOOD SMOOTH PANNELS 2 HANDLES

NUTWOOD TEAK

NUTWOOD TEAK
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HYPIWOOD SLATTED + SMOOTH PANELS 2 HANDLES

HYPIWOOD SLATTED + SMOOTH PANELS 1 HANDLE

3D MODELS

AFRORMOSIA

AFRORMOSIA

NUTWOOD TEAK

NUTWOOD TEAK

HYPIWOOD SLATTED + SMOOTH PANELS 2 HANDLES

HYPIWOOD SLATTED + SMOOTH PANELS 1 HANDLE

3D MODELS

AFRORMOSIA

AFRORMOSIA

NUTWOOD TEAK

NUTWOOD TEAK



HYPIWOOD  SMOOTH PANELS + SLATTED 1 HANDLE

HYPIWOOD  SMOOTH PANELS + SLATTED 2 HANDLES

3D MODELS

AFRORMOSIA

AFRORMOSIA

NUTWOOD TEAK

NUTWOOD TEAK
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HYPIWOOD  SMOOTH PANELS + SLATTED 1 HANDLE

HYPIWOOD  SMOOTH PANELS + SLATTED 2 HANDLES

3D MODELS

AFRORMOSIA

AFRORMOSIA

NUTWOOD TEAK

NUTWOOD TEAK
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HYPIWOOD SLATTED 1 HANDLE

HYPIWOOD SLATTED 2 HANDLES

AFRORMOSIA

AFRORMOSIA

NUTWOOD TEAK

NUTWOOD TEAK

HYPIWOOD SLATTED 1 HANDLE

HYPIWOOD SLATTED 2 HANDLES

AFRORMOSIA

AFRORMOSIA

NUTWOOD TEAK

NUTWOOD TEAK



HYPIWOOD ONE DOOR LEAF SYSTEM
TECHNICAL SECTIONS

KL SECTION

Measurement unit (mm)

VERTICAL SECTION HORIZONTAL SECTION
MN SECTION

70

62
18

Minimum Axis distance
from edge to edge | 221mm

 A
xi

s

K

M N

L

62

Option of smooth or slatted (horizontal or vertical) natural wood panels
Panels of up to 20mm thickness
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HYPIWOOD FIXED PANEL + DOOR LEAF SYSTEM + FIXED PANEL
TECHNICAL SECTIONS

Measurement unit (mm)

OP SECTION

VERTICAL SECTION HORIZONTAL SECTION
QR SECTION

Minimum Axis distance
from edge | 250mm

Ax
is

KO O

Q

L PP

R S Q

70

62

Option of smooth or slatted (horizontal or vertical) natural wood panels
Panels of up to 20mm thickness
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HYPIWOOD FIXED PANEL + DOOR LEAF SYSTEM + FIXED PANEL
TECHNICAL SECTIONS
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TECHNICAL SECTIONS

MS SECTION

Measurement unit (mm)

HORIZONTAL SECTION

HYPIWOOD ONE DOOR LEAF SYSTEM + FIXED PANEL

Minimum Axis distance
from sash edge | 221mm

Ax
is

Q

K O

M

L P

S

Option of smooth or slatted (horizontal or vertical) natural wood panels
Panels of up to 20mm thickness

62
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TECHNICAL SECTIONS
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System | HYPIWOOD
Location | Spain

Architect | Juan Iglesias
Photography | João Soares
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System | HYPIWOOD
Location | Portugal

Architect | Raulino Silva
Photography | José Campos
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HYLINE BUILDING SYSTEMS INTERNATIONAL

Zona Industrial de Esposende
Rua Dr. Francisco Sá Carneiro, 475 C
4740-473 Esposende, Portugal
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ww w.hyli ne -bsi.com
info @hyline -bsi.com


