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SOMETHING SO 
MINIMALIST
DOESN’T
AN INDEX

NEED 
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HYPI

The minimalist pivot system HYPI transcends functionality, 
becoming a moving work of art. With various modular options (upon 
consultation), unique or double interior or exterior opening, this 
system offers a unique experience. With glazed areas of up to 28m2, 
a maximum height of 6m and a maximum width of 4.5m, this system 
allows the designer the possibility to explore large openings.

Thus, the HYPI system is a revolution in minimalist pivot doors, 
providing a wide range of available options, such as multipoint manual 
locking, electric locks with button activation, keypad or biometric 
reader, and a fully automatic electromechanical locking option, etc…

Sharing the HYLINE WGTech glazing technology, the HYPI system 

will not only open doors but transform spaces with details that make a 
difference.

DETAILS
THAT
TRANSFORM
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KG

Max. Height
6000mm

Motorization
Available

Glass Thickness
38mm

Max. Glazing Area
28 m²

Max. Width
4500mm

Max. Weight
500 Kg/Sash

TECHNICAL DETAILS

FEATURES AVAILABLE CONFIGURATIONS

AVAILABLE ACTIONS

Single Action

Double Action

SURFACE TREATMENT*

Alarm and Air conditioner sensors

Motorised

Anti-crush

The Leaf has both interior and exterior perimeter sealing

Multipoint lock

Minimum Axis distance from frame edge  | 221mm

* For detailed information contact  HYLINE
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(2.)

(2.)

(1.)

(1.)

(1.)

OPTIONS

Manual Pivoting Door

Double Opening Pivoting Door

PIVOTING SYSTEMS HYPI (SINGLE OR DOUBLE OPENINGS)
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SYSTEM | HYPI

Photography | Ivo Tavares Studio
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3D MODELS

HYPI HYPI
HL00.235 Handle HL00.374 Handle

62.2 62 6262.2
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HYPI HYPI

Measurement unit (mm)

HL00.375 Handle Available soon

6241.7 6238
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TECHNICAL SECTIONS
HYPI ONE DOOR LEAF SYSTEM
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Minimum Axis distance
from edge | 221mm

A
xi

s

A

C D

B



11

Measurement unit (mm)
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TECHNICAL SECTIONS
HYPI FIXED LIGHT + DOOR LEAF SYSTEM
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Minimum Axis distance
from edge | 221mm
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HYLINE BUILDING SYSTEMS INTERNATIONAL

Zona Industrial de Esposende

4740-473 Esposende, Portugal
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ww w.hyli ne -bsi.com
info @hyline -bsi.com


